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ENGINEERING & PUBLIC WORKS
PROTECTION

CONSTRUCTION STANDARDS AND DETAILS
CITY  OF  HUTTO
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3'' OVERLAP AT FABRIC SPLICES
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NON-WOVEN GEOTEXTILE FILTER FABRIC
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20 POUND SANDBAGS AT EACH CORNER
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EXTEND 12'' MIN BEYOND INLET OPENING AROUND PERIMETER
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NOTES: 1. DAILY INSPECTION SHALL BE MADE BY THE CONTRACTOR AND SILT ACCUMULATION MUST DAILY INSPECTION SHALL BE MADE BY THE CONTRACTOR AND SILT ACCUMULATION MUST BE REMOVED WHEN DEPTH REACHES 2''.  2. CONTRACTOR SHALL MONITOR THE PERFORMANCE OF INLET PROTECTION DURING EACH CONTRACTOR SHALL MONITOR THE PERFORMANCE OF INLET PROTECTION DURING EACH RAINFALL EVENT AND IMMEDIATELY CLEAN THE INLET PROTECTION IF EXCESSIVE PONDING OCCURS.  3. INLET PROTECTIONS SHALL BE REMOVED AS SOON AS THE SOURCE OF SEDIMENT IS INLET PROTECTIONS SHALL BE REMOVED AS SOON AS THE SOURCE OF SEDIMENT IS STABILIZED.
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